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165TH STREET, 167TH STREET, 169TH STREET, 180TH STREET,
CLEARY LAKE COURT AND JENNIFER LANE

CONSTRUCTION PLANS FOR OVERLAY PROJECT
CREDIT RIVER TOWNSHIP, MINNESOTA
TOWN PROJECT 13-01
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THE SUBSURFACE UTILITY INFORMATION IN

THIS PLAN IS UTILITY QUALITY LEVEL D. I

, Hakanson THIS QUALITY LEVEL WAS DETERMINED
ACCORDING TO THE GUIDELINES OF 800 o 800 1600
] AnderSOn CI/ASCE 38-02, ENTITLED ”STANDARD e ——
FEET

GUIDELINES FOR THE COLLECTION AND SCALE ™
Civil Engineers and Land Surveyors DEPICTION OF EXISTING SUBSURFACE
3601 Thurston Ave., Anoka, Minnesota 55303 UTILITY DATA.” SEE SPECIFICATIONS
763-427-5860 FAX 763-427-0520 . :
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TEXAS AVENUE
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CREDIT RIVER TOWNSHIP
SCOTT COUNTY, MINNESOTA

CLEAR

GOVERNING SPECIFICATIONS

THE 2005 EDITION OF THE MINNESOTA DEPARTMENT OF TRANSPORTATION
”STANDARD SPECIFICATIONS FOR CONSTRUCTION” SHALL APPLY.

ALL FEDERAL, STATE AND LOCAL LAWS, REGULATIONS, AND ORDINANCES
SHALL BE COMPLIED WITH IN THE CONSTRUCTION OF THIS PROJECT.

WORK SHALL CONFORM TO THE STANDARD UTILITY SPECIFICATIONS AS
PUBLISHED BY THE CITY ENGINEERS ASSOCIATION OF MINNESOTA, 1999
REVISION.

ALL REQUIREMENTS OF THE PROJECT MANUAL FOR 165TH STREET, 167TH
STREET, 169TH STREET, 180TH STREET, CLEARY LAKE COURT AND
JENNIFER LANE DATED 5/17/13.

SHEET INDEX

THIS PLAN CONTAINS 12 SHEETS

SHEET NO. DESCRIPTION
1 TITLE SHEET
2 ESTIMATED QUANTITIES AND DETAILS
3-12 CONSTRUCTION PLAN

| hereby certify that this plan, specification, or report was prepared
by me or under my direct supervision and that | am a duly Licensed
Professional Engineer under the laws of the State of Minnesota.

43381 DATE 5/17/13

SHANE M. NELSON, P.E. LIC. NO.
HAKANSON ANDERSON
DESIGN ENGINEER

DATE REVISION

SHEET 1 OF 12 SHEETS

CT310



12' 12

]
PROPOSED
EXISTING

/— RIGHT-OF -WAY
|
_] 6"—8”

CLASS 2 [ T
AGGREGATE
SHOULDER

PAVEMENT MATCH DRIVEWAY AS

DIRECTED BY ENGINEER

SURFACE BITUMINOUS

|
|
CONGRE - | E911 SIGN DRIVEWAYS
|
—DRVEWA i__._-———::::;:::;;::Z?ff?" o 2' GRAVEL SHOULDER 2’ GRAVEL SHOULDER
[ BRENREN RN b T : r r
: M
—11/27+ 3 :<— EDGE OF PAVEMENT 1% % X y ]
1.1/2” OVERLAY — : * L MAILBOX 4
L 10" DEEP MILL SURFACE OF EXISTNG PAVEMENT | \\SEE DETAIL
1 B
EXISTING SUBGRADE B BITUMINOUS  SURFACE OREET
m TAPER MILLING AT CONCRETE DRIVE T 2 FOOT BITUMINOUSApRﬁ'—‘
- ON ALL GRAVEL DRIVEWAYS -
eyt
MAIL BOX HEIGHT DETAIL 7 T o A.'W N
¢ NO SCALE 30" = a4 +—=230’ * 4
12 12 | 12 | 2 | . T q PROTECT EXISTING | 110" AGGREGATE BASE CLASS 5
A CONCRETE DRIVEWAY | CRUSHED LIMESTONE
, . TRANSITION
S
EXISTING DRIVEWAYS
- _ R
| I
- MILL ROADWAY 1” AT EDGE OF ROADWAY :mcm—or—wmr
- — ~_ p= AND TAPER TO 3" AT 6 FEET
— N FROM CONCRETE, BEGIN 30 FEET BEFORE
~ 1 4" TYPE LV 4 BITUMINOUS WEAR COURSE (LVWE45030B) ~ DRIVEWAY AND END 30 FEET AFTER
CLASS 2 itéiicirs DRIVEWAY CONCRETE.
AGGREGATE EXISTING BITUMINOUS SURFACE SHOULDER
SHOULDER EXISTING SUBGRADE @ TYPICAL DRIVEWAY CONNECTIONS
NO SCALE
m BITUMINOUS OVERLAY SECTION
\g} NO SCALE
CLASS 2
AGGREGATE
SHOULDER
PROPOSED ROAD SURFACE SCHEDULE OF ESTIMATED QUANTITIES
EXISTIN ) waAn
G ROAD SURFACE [\’V\ E)ngg SCHEDULE "A
t / ITEM ESTIMATED
§§%°¥Sp§’é'.f",§‘sc SoD NO. ITEM DESCRIPTION UNIT QUANTITY
DIRECTED BY ENGINEER 1 MOBILIZATION (MAX. 3% OF TOTAL BID) LS 1
2 CLEAR AND GRUB TREE EACH 1
/5 GRAVEL SHOULDER PREPARATION 3_|RELOGATE MALBOX AND SUPPORT EACH 62
2
\2/ 1O SR 5 |SAWING BTUMINOUS PAVEMENT LF 70
6 REMOVE BITUMINOUS PAVEMENT SY 40
7 |AGGREGATE BASE CLASS 5 TON 80
8 |AGGREGATE BASE CLASS 2 (SHOULDERING) TON 500
CONSTRUCTION AND SOILS NOTES 9 MILL BITUMINOUS SURFACE (2") SY 975
10 |TYPE LV 4 WEARING COURSE MIXTURE (B) TON 3600
ALL GRAVEL DRIVEWAYS SHALL MATCH THE BITUMINOUS APRON WITH CLASS 5 AGGREGATE BASE AS 11 BITUMINOUS MATERIAL FOR TACK COAT GAL 1925
SHOWN ON THE DETALS. ALL BITUMINOUS DRIVEWAYS SHALL BE MATCHED WITH A 2" BITUMINOLS 12 | TRAFFIC CONTROL LS 1
PROVIDE A 2” X 2’ MILL AT MATCH POINTS OF EXISTING BITUMINOUS ROADS.
BASIS OF ESTIMATED QUANTITIES
THE STREET SHALL BE THOROUGHLY CLEANED AND SWEPT PRIOR TO THE CONSTRUCTION OF THE Aggregate Base Class 5 100103 /y® /in
BITUMINOUS OVERLAY. SWEEPING/CLEANING SHALL BE INCIDENTAL TO OTHER WORK AND NO DIRECT Weort c e Vit 110lbs,/yc2 /i
COMPENSATION SHALL BE MADE. earing Course Bituminous Mixture s/yd? /in
Bituminous Material for Tack Coat 0.05Gal /yd?
PRIOR TO CONSTRUCTION OF THE BITUMINOUS OVERLAY, TACK COAT SHALL BE APPLIED TO THE EXISTING
BITUMINOUS SURFACE.
e s B e O " e S | G Hakanson Anderson 165TH STREET, 167TH STREET, DETAILS AND ESTIMATED QUANTITIES |
of the State o%;m. i T , Civil Engineers and Land Surveyors 169TH STREET, 180TH STREET, JENNIFER LANE oF
JAP 3601 Thurston Ave., Anoka, Minnesota 55303
T VL—- D ] 763-427-5860 FAX 763-427-0520 AND CLEARY LAKE COURT 12
Date 5/17/13 ’ Lic. No. 43381 BCW www.haa—inc.com BITUMINOUS OVERLAY CREDIT RIVER TOWNSHIP SHEETS

CT310



CONSTRUCT 2}”x2°x33’
BITUMINOUS APRON AND
10’ CLASS 5 TRANSITION

PER DETAIL@

RELOCATE MAILBOX
AND SUPPORT
(TYP.)

RELOCATE E911
SIGN

RELOCATE MAILBOX
AND SUPPORT

7236 165TH STREET E

May 17, 2013 — 3:14pm
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| l (TYP.)
| | 7140 165TH STREET E 4,_’7 7210 185TH STREET E
| 7176 165TH STREET RELOCATE E911 [ RELOCATE MAILBOX
7080
l | VILL 164 Sy 165TH STREET E 7120 165TH STREET E SIGN ND SUPPORT
| 1x2’ '7 oy (TYP.)
X< X [
| | ( PROTECT SIGN — TAPER M"E';,,gg;gg_,?,‘;
L D
Y ) >
CONSTRUCT 2J"x2°x37 =
8 B e s o2 3 . RO 4
> 10’ CLASS 5 TRANSITION > (13"x2°x28") $ N
|| (TYP.) (TYP.) =
| L PER DETAIL (3. a ¥ s
> | MILL 6.7 SY ” 2 RELOCATE E911 2
| < (13"x2'x30") 5 RELOCATE MAILBOX a SIGN x
0 | g AND SUPPORT MILL 9.6 SY = RELOCATE MAILBOX =
| < PROTECT SIGN S| | - RELOCATE E911 (TYP.) L 9.6 S S AND. SUPPORT g
| G 2 KSIGN (13"x2'x43’) P (TYP.) S g MILL 5.8 SY
m ” ) »
Y Ui (13"x2'x26")
| a+00 ﬁ/ 1+00 2+00 3+00 \ 4+00 X 5& 6+00 / T 7400 8+00 I )\ \1o+oo @/1 11+}10 12400
9400 Iﬁ;l
- I l —1 + — b — — — b — \= } R —1 + — b— — — — — } 7’= — /4 —1 \+ — b — — — — 4 N 13+90 "
I 165TH STREET E\ P/ \ / —— _ B .’
% T T 1 T T 7 A0 e
| ’ﬁ JiER: ANEY z W [N x £ sl —
[ e rr w PROTECT T
| > 2 CONSTRUCT 2;”x2’x50’—/ w J > > ZPROTECT >
= s > MILL 7.3 sY — |Z z = CONCRETE o <
| | = = BITUMINOUS APRON AND | & TR x & LANDSCAPE a DRIVEWAY > &
MILL 5.8 SY m S 10" CLASS 5 TRANSITION | 2 (1"x2x33) |2 . o CONSTRUCT 24"x2'x30" N
‘ ’ (14"x2°x26") 8 2 PER DETAlL@. o 3 8 RELOCATE MAILBOX| 8 BITUMINOUS APRON AND {) (ﬂ o
Z Z E 2 S| AND SUPPORT 2 10" CLASS 5 TRANSITION 5
| \— PROTECT SIGN 3 PROTECT SIGN | & & RELOCATE E911/3 PROTECT SieN|3| (TYP.) 3 PER DETAL (5. &
= SIGN E = = zﬂ;L 7.6 sw)r 7]
14"x2'x34’
| \RELOCATE MAILBOX W o o,
13"x2'x29’
| AND SUPPORT (17x2'x29°)
| | RELOCATE MAILBOX (TYP.) RELOCATE gfé']-
AND SUPPORT RELOCATE MAILBOX
TYP. AND SUPPORT
’ ‘ ( ) RELOCATE E911 (TYP.) RELOCATE MAILBOX
SIGN : AND SUPPORT
| RELOCATE E911 (TYP.)
| SIGN RELOCATE E911
SIGN
7117 165TH STREET E
7165 165TH ST
| 7137 165TH STREET E REET €
RELOCATE MAILBOX CONSTRUCT 2§"x2’x30’
RELOCATE E911
| ?Tr;[; )SUPPORT SIGN BITUMINOUS APRON AND 7211 165TH STREET E
. 10’ CLASS 5 TRANSITION 5
| 7047 165TH STREET E 7081 165TH STREET E RELOCATE MAILBOX PR DETAL @ 7255 165TH STREET E
l 7011 165TH STREET E AND SUPPORT
(TYP.)
NOTE: LEGEND
1) ALL DRIVEWAY MILLING WIDTHS TO BE VERIFIED IN THE FIELD.
ADDITIONAL WIDTH MAY BE NECESSARY TO PROVIDE A SMOOTH EXISTING TOPSOIL SHOULDER
DRIVEWAY SLOPE.
2) ALL MAILBOXES SHALL BE INSTALLED PER @ — — BITUMINOUS MILLING
3) ALL TOPSOIL SHOULDERING SHALL BE REMOVED PER (3. M  MAILBOX
TOPSOIL SHALL BECOME PRODUCT OF CONTRACTOR. ~—  E911 SIGN
4)  ALL EXISTING SHOULDERING SHALL BE SPRAYED FOR WEEDS 14 DAYS N
PRIOR TO PLACEMENT OF NEW GRAVEL SHOULDERING. KILLING @  POWER POLE
WEEDS SHALL BE MEASURED BY THE ROAD STATION, WHICH SHALL BE |
COMPENSATION IN FULL FOR SPRAYING BOTH SIDES OF THE ROAD THE o GUY WIRE el 9 S0 100
VDT OF THE SHoULDER. —_—
E\ | hereb rtify that thi lan, ification, rt 3
DATE REVISION propered b mo or under’ my aitact Suparssion and e | e Hakanson Anderson 165TH STREET 3
am a u icense rofessiona ngineer under e laws
of the State of ta. DRAWN BY: ] Civil Engineers and Land Surveyors CONSTRUCT'ON PLAN oF
—— /\/e JAP 3601 Thurston Ave., Anoka, Minnesota 55303
~NETSON, PE. 0 B 763-427-5860 FAX 763-427-0520 CREDIT RIVER TOWNSHIP 12
Date 5/17/13 Lic. No. 43381 BCW www.haa—inc.com BITUMINOUS OVERLAY SHEETS
cT310




May 17, 2013 — 3:14pm

7296 165TH STREET E

— RELOCATE MAILBOX
AND SUPPORT
(TYP.)

7260 165TH STREET E

RELOCATE MAILBOX
AND SUPPORT
(TYP.)

RELOCATE MAILBOX
AND SUPPORT

MILL 9.1 SY

SEE SHEET 3
/ ~
i
/ S
‘2
S
5/1

7340 165TH STREET E

RELOCATE MAILBOX
AND SUPPORT
(TYP.)

7376 165TH STREET E

MILL 7.1 SY
(13"x2'x32")

7400 165TH STREET E

7424 165TH STREET E

RELOCATE MAILBOX
AND SUPPORT

7460 165TH STREET E

7546 165TH STREET E

O
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(h@ar) CONCRLY PROTECT SIGN
CONCRETE oo
CONSTRUCT 2§"x2’x47’ DRIVEWAY MILL 13.3 SY CONSTRUCT 2}"x2'x29
peahy MILL 7.6 SY BITUMINOUS APRON AND
BITUMINOUS APRON AND (14"x2'x60") (137234 10° CLASS 5 TRANSITION
10’ CLASS 5 TRANSITION PER DETAIL .
PER DETAIL @ =/ MILL 11.6 SY @ < 3
— 20+00 ., 2 (147x2'%52") RELOCATE MAILBOX RELOCATE MAILBOX s 2
- 4 00 AND SUPPORT AND SUPPORT x Z
+— %
_—— () (Tvp.) S )
Pewr iy — RELOCATE E911 @ )
< = SIGN
L TAPER MILL 62.0 SY = m‘ 165TH STREET F~ +—— —1— & \
CONSTRUCT 2}"x2°x29 7 (17x6°x93") s e 27+00
BITUMINOUS APRON AND PER I3 X = 28+00 2 0
10’ CLASS 5 TRANSITION % . e, +00 30400 5
PER DETA"‘@ g % RELOCATE MAILBOX L5 N | s
(] ) = — _
MILL 5.8 SY - ) AND SUPPORT Halr it 3 — - &
(13”x2°x26") E (TYP.) PER = RELOCATE|E911 | & - i - L
7321 165TH STREET E RELOCATE E911 E 5 SIGN x RELOCATE MAILBOX RELOCATE E9T1 ‘: “
SIGN & o |\ AND SUPPORT (2) SIGN ’ d
RELOCATE MAILBOX MILL 9.1 SY PROTECT CONCRETE K 3|\ M) =
AND SUPPORT RELOCATE MAILBOX (137x2'x41") DRIVEWAY o e SAWCUT 40 LF
(TYP.) AND SUPPORT 2 5 BITUMINOUS PAVEMENT RELOCATE MAILBOX 3
7355 165TH STREET E (TYP.) PROTECT SIGN S & REMOVE 13 SY BITUMINOUS AND 5”'2;3;“) z
L RELOCATE E911 PAVEMENT (37 X 407) =
SIeN 7381 165TH STREET E 7445 165TH STREET E 7491 165TH STREET E MILL &4 Y ®
(137x2’x20”)
RELOCATE MAILBOX NOTE: RELOCATE MAILBOX | EGEND
AND SUPPORT 1)  ALL DRIVEWAY MILLING WIDTHS TO BE VERIFIED IN THE FIELD. AND SUPPORT
ADDITIONAL WIDTH MAY BE NECESSARY TO PROVIDE A SMOOTH
(TYP.) ORVEWAY SLopE. (TYP.) EXISTING TOPSOIL SHOULDER
2) ALL MAILBOXES SHALL BE INSTALLED PER @ — — BITUMINOUS MILLING
3) ALL TOPSOIL SHOULDERING SHALL BE REMOVED PER (5. M  MAILBOX N
TOPSOIL SHALL BECOME PRODUCT OF CONTRACTOR. —  E911 SIGN |
4) ALL EXISTING SHOULDERING SHALL BE SPRAYED FOR WEEDS 14 DAYS 50 0 50 100
PRIOR TO PLACEMENT OF NEW GRAVEL SHOULDERING. KILLING ©  POWER POLE — e
WEEDS SHALL BE MEASURED BY THE ROAD STATION, WHICH SHALL BE SCALE N FEET
COMPENSATION IN FULL FOR SPRAYING BOTH SIDES OF THE ROAD THE ©®  GUY WIRE
_ WIDTH OF THE SHOULDER.
| hereb rtify that thi lan, ification, rt 3
DATE REVISION prsep::erezi cbey Irrz’s o? un:erpr:; dsif:;fl ::fp:)rr\;isiz; r:rF:g fhvc:?sl DESHED B Haka S A d 165TH STREET
am a duly Licensed Professional Engineer under the laws SMN n on n erson 4
of the State of Mi a. DRAWN BY: Civil Engineers and Land Surveyors CONSTRUCT'ON PLAN oOF
ﬁ?ﬂ_ VA JAP 3601 Thurston Ave., Anoka, Minnesota 55303
- o T B 763-427-5860 FAX 763-427-0520 CREDIT RIVER TOWNSHIP 12
Date _5/17/13 Lic. No. 43381 BCW www.haa—inc.com BITUMINOUS OVERLAY SHEETS
CT310




May 17, 2013 — 3:15pm
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CONSTRUCT 2}"x2°x82’
BITUMINOUS APRON AND
10" CLASS 5 TRANSITION

PER DETAIL@.

7740 165TH STREET E

PROTECT MAILBOX

%
F
30400 40+00 i 41+0 @/
38+00 g 42+00 PROVIDE 10’ CLASS 5
I - — /
" : e -l - TRANSITION BETWEEN
%0 o -t BITUMINOUS SURFACE
gﬁgﬂ 7 7\";(* ] AND GRAVEL SURFACE.
Tesl & A
> = SAWCUT 24 LF
) /\/ MILL 4.9 SY BITUMINOUS PAVEMENT
CONSTRUCT 2§”x2’°x27" 7 (13"x2°x22") REMOVE 27 SY
BITUMINOUS APRON AND // BITUMINOUS PAVEMENT
10’ CLASS 5 TRANSITION
PER DETAIL@. -
PROTECT SIGN
R
7736 165TH STREET E
RELOCATE MAILBOX
6}/\ AND SUPPORT
% (TYP.)
416 7600 165TH STREET E
%
<,
2
< _57_.\—00 B
<
- Ek‘ _ /‘/
L o =
i - ,
n
[}
L
v MILL 7.8 SY
(13”x2°x35")
7617 165TH STREET E
RELOCATE MAILBOX
AND SUPPORT
(TYP.)
NOTE: LEGEND
1)  ALL DRIVEWAY MILLING WIDTHS TO BE VERIFIED IN THE FIELD.
SQR/IE\I»?NLS IYIOI'I;)I‘.:I'H MAY BE NECESSARY TO PROVIDE A SMOOTH EXISTING TOPSOIL SHOULDER
2) ALL MAILBOXES SHALL BE INSTALLED PER @ = = BITUMINOUS MILLING
3) ALL TOPSOIL SHOULDERING SHALL BE REMOVED PER . MAILBOX
TOPSOIL SHALL BECOME PRODUCT OF CONTRACTOR. — E911 SIGN
4) ALL EXISTING SHOULDERING SHALL BE SPRAYED FOR WEEDS 14 DAYS
PRIOR TO PLACEMENT OF NEW GRAVEL SHOULDERING. KILLING ©  POWER POLE N
WEEDS SHALL BE MEASURED BY THE ROAD STATION, WHICH SHALL BE
COMPENSATION IN FULL FOR SPRAYING BOTH SIDES OF THE ROAD THE o GUY WIRE I
WIDTH OF THE SHOULDER. 50 o) 50 100
SCALE IN FEET
DATE REVlSlON I hereby certify that this plan, specification, or report was | DESGNED BY:
preeres b e o, e T et oo are et | s Hakanson Anderson 165TH STREET 5
of the State of Minasgota. DRAWN BY: ] Civil Engineers and Land Surveyors CONSTRUCT'ON PLAN oF
% A JAP 3601 Thurston Ave., Anoka, Minnesota 55303
ARE W NELSON, P 0 B 763-427-5860 FAX 763-427-0520 BITUMINOUS OVERLAY CREDIT RIVER TOWNSHIP 12
Date _5/17/13 Lic. No. 43381 BCW www.haa—inc.com SHEETS
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o
| | 7050 167TH STREET E
Lol
=
z
' & TAPER MILL 54.0 SY
> \ (1”xe’x81’)_‘ % CONSTRUCT 2}"x2’x30’ CONSTRUCT 2§"x2’x30’ =
J \ PER@ = BITUMINOUS APRON AND BITUMINOUS APRON AND s
— ‘ n | > 10" CLASS 5 TRANSITION 0’ CLASS 5 TRANSITION 3
< MILL 16.4 SY x PER DETAIL /3. PER DETAIL &
— a
‘\ E | / (14"x2'x74") " @ (‘j
o 2
| | g M1"i-,',- 2;0275,‘( 7136 167TH STREET E g — 2‘1"%‘,',')(;:)(73;;
’ 5 (1"x2'x27’) PROTECT SIGN =
= =
@ @
| - ~
0+00I 1+00 2+00 3+00 4400 5+00 Y 6+00 7+00 \ 8+00 \ 9+00 10+00 AL/\ t 11400 12400 13+00 14400 E
— = — — 4 -1 + — t — — t t - — — 4 —I + 1— - — — — :\f t - — — 4 -1 + — + — — — + — t - - z
| ———— 167TH STREET E \ ' ' ; t — b
A 94\ >-7\ i} m ﬂ’” ]
| '/ /- ¥ Pz T N / g
| z 2 x
| = PROTECT z =
‘ o CONCRETE x &z PROTECT SIGN
(%] —
| | = DRIVEWAY 2 MILL 6.7 SY o
’ RELOCATE MAILBOX & RELOCATE MAILBOX = (13"x2’'x30") >
’ AND SUPPORT 9 AND SUPPORT s o
| | (TYP.) g (TYP.) 2 © RELO%TDE swl';g%(
m
| (TYP.)
\ | PROTECT DRICX RELOCATE MAILBOX
| AND SUPPORT
| 7031 167TH STREET E 7135 167TH STREET E R oo LBOX (TYP.)
TYP.)
7075 167T (
| : H STREET E 7231 167TH STREET E
NOTE:
1) ALL DRIVEWAY MILLING WIDTHS TO BE VERIFIED IN THE FIELD.
ADDITIONAL WIDTH MAY BE NECESSARY TO PROVIDE A SMOOTH
DRIVEWAY SLOPE.
2) ALL MAILBOXES SHALL BE INSTALLED PER @ LEGEND
3) ALL TOPSOIL SHOULDERING SHALL BE REMOVED PER (5. EXISTING TOPSOIL SHOULDER
TOPSOIL SHALL BECOME PRODUCT OF CONTRACTOR. — = BITUMINOUS MILLING
4) ALL EXISTING SHOULDERING SHALL BE SPRAYED FOR WEEDS 14 DAYS
PRIOR TO PLACEMENT OF NEW GRAVEL SHOULDERING. KILLING MAILBOX N
WEEDS SHALL BE MEASURED BY THE ROAD STATION, WHICH SHALL BE
COMPENSATION IN FULL FOR SPRAYING BOTH SIDES OF THE ROAD THE —  E911 SIGN |
WIDTH OF THE SHOULDER. o POWER POLE 50 o 50 100
R GUY WIRE SCALE IN FEET
E\ I h b rtify that thi: lan, ification, rt e
DAt RVl prosared by M o under my’ diteol supereision ahd thar 1 | " apin Hakanson Anderson 167TH STREET
am a duly Licensed Professional Engineer under the laws 6
of the State ofg&m. DRAWN 81; ] Civil Engineers and Land Surveyors CONSTRUCTION PLAN o
e /\/J,,__ JAP ] 3601 Thurston Ave., Anoka, Minnesota 55303 12
- T CHECKED BY 763-427-5860 FAX 763-427-0520 CREDIT RIVER TOWNSHIP
Date _5/17/13 " Lic. No. 43381 BCW www.haa—inc.com BITUMINOUS OVERLAY SHEETS
CT310
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7230 167TH STREET E

BITUMINOUS DRIVEW

MILL 6.4 SY
(13"x2'x29")

7326 167TH STREET

MILL 5.1 SY
(137x2’x23”)

7520 JENNIFER LAl

©
- 15400 16+OO/ K 17+00 18400 19+00 20+00 @
It —
Yo —1 -\ - — - — ' ~ —I + ul
2 \ 167TH STREET E = £
[
z 7\ -
(72}
167TH STREET E
MILL 8.9 SY
MILL 8.0 SY (13"x2'x40")
(13"x2'x36")
PROTECT SIGN
RELOCATE MAILBOX
AND SUPPORT
(TYP.) D
RELOCATE MAILBOX
AND SUPPORT
(TYP.)
7325 167TH STREET E
PROTECT SIGN
MILL 10.4 SY N
PROTECT BRICK (13°x2x47") S 2a NI %
MAILBOX
7421 167TH STREET E 52
>
<
A
SEE SHEET 8
NOTE: RELOCATE MAILBOX
1) ALL DRIVEWAY MILLING WIDTHS TO BE VERIFIED IN THE FIELD. AND SUPPORT
ADDITIONAL WIDTH MAY BE NECESSARY TO PROVIDE A SMOOTH (TYP.)
DRIVEWAY SLOPE LEGEND
2) ALL MAILBOXES SHALL BE INSTALLED PER @ EXISTING TOPSOIL SHOULDER
3) ALL TOPSOIL SHOULDERING SHALL BE REMOVED PER (5. — — BITUMINOUS MILLING
TOPSOIL SHALL BECOME PRODUCT OF CONTRACTOR. MAILBOX
4)  ALL EXISTING SHOULDERING SHALL BE SPRAYED FOR WEEDS 14 DAYS M N
PRIOR TO PLACEMENT OF NEW GRAVEL SHOULDERING. KILLING ——  E911 SIGN
WEEDS SHALL BE MEASURED BY THE ROAD STATION, WHICH SHALL BE |
COMPENSATION IN FULL FOR SPRAYING BOTH SIDES OF THE ROAD THE @ POWER POLE 50 0 50 100
WIDTH OF THE SHOULDER. o GUY WIRE
SCALE IN FEET
E\ | hereb rtify that thi lan, ification, rt 3
DATE REVISION propared by me or under my diteot supervision and fhat | 'm‘;:;N Hakanson Anderson 167TH STREET 7
duly Li d Prof il | Engi d. the |
of the Siate of Minnssalg. DRAWN 81; ] Civil Engineers and Land Surveyors CONSTRUCTION PLAN o
ga JAP ] 3601 Thurston Ave., Anoka, Minnesota 55303 12
WAL : 763-427-5860 FAX 763-427-0520 CREDIT RIVER TOWNSHIP
., P.E. CHECKED BY: N
Date _5/17/13 fc. No. 43381 BCW www.haa—inc.com BITUMINOUS OVERLAY SHEETS

CT310




May 17, 2013 — 3:15pm
K: \cad_eng\PROJECTS\MUNICIPAL\CT310\dwg\CT310 CONSTRUCTION.dwg

SEE SHEET 7

— )
: \
\/ X
MILL 6.2 SY
(13"x2°x28")
7515 167TH STREET E
PROTECT SIGN
& )
CONSTRUCT 2}”x2’°x30’
v\ L BITUMINOUS APRON AND
RELOCATE MAILBOX 10’ CLASS 5 _TRANSITION
AND SUPPORT PER DETAIL@.
(TYP.)
x
G NOTE:
‘\ 1) ALL DRIVEWAY MILLING WIDTHS TO BE VERIFIED IN THE FIELD.
DR \ V@ ADDITIONAL WIDTH MAY BE NECESSARY TO PROVIDE A SMOOTH
A\ N\ DRIVEWAY SLOPE.
\ 2) ALL MAILBOXES SHALL BE INSTALLED PER @
3) ALL TOPSOIL SHOULDERING SHALL BE REMOVED PER .
7586 167TH STREET E . TOPSOIL SHALL BECOME PRODUCT OF CONTRACTOR.
CLEAR & GRUB 4) ALL EXISTING SHOULDERING SHALL BE SPRAYED FOR WEEDS 14 DAYS
SCRUB TREE & PRIOR TO PLACEMENT OF NEW GRAVEL SHOULDERING. KILLING
CLUSTER 2 WEEDS SHALL BE MEASURED BY THE ROAD STATION, WHICH SHALL BE
RELOCATE MAILBOX COMPENSATION IN FULL FOR SPRAYING BOTH SIDES OF THE ROAD THE
AND SUPPORT WIDTH OF THE SHOULDER.
(TYP.) \\
\ LEGEND
(L}
i;% EXISTING TOPSOIL SHOULDER
— — BITUMINOUS MILLING
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