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SCALE DISCLAIMER:

NOTED SCALE APPLIES TO 22"x34" PAPER SIZE ONLY

ENGINEERING STANDARD (ES) 0580 - ROCK SURFACING

THE THICKNESS FOR ROCK SURFACING, WHEN REQUIRED, SHOULD BE 3"-4" OF

COMPACTED CRUSHED ROCK OR GRADED GRAVEL. SOUL STERILANT SHOULD BE

APPLIED TO THE EXISTING GROUND BEFORE THE CRUSHED ROCK SURFACE IS

PLACED. THE ROCK SHOULD BE WELL-GRADED, COARSE MATERIAL WITH A

MAXIMUM AGGREGATE SIZE OF 

3

4

" INCLUDING FINES. USE OF RIVER RUN OR

ROUNDED GRAVEL WILL NOT BE ALLOWED UNLESS INTENDED ACTIVITY ON THE

SURFACING WILL NOT DISPERSE THE GRAVEL.
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ROCK THE ENTIRE NNG

PROPERTY SURFACE

(40,675 SQ. FT./0.93 ACRES)

PER ES-0580

CONTRACTOR TO INSTALL 28' WIDE GRAVEL DRIVE

PER ES-0580. CONTRACTOR SHALL FURNISH AND

INSTALL ALL MATERIALS REQ'D INCLUDING CULVERTS.

CULVERTS AND DRIVE SHALL BE INSTALLED PER ALL

APPLICABLE COUNTY/STATE STANDARDS AND CODES.
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