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DATE: 

Wednesday, March 19, 2025 

TO: 

Mr. Chris Kostik  

City of Credit River  

18985 Meadow View Boulevard 

Prior Lake, MN 55372 

RE: 

2024 Year End Report for CSTS Systems 

Monterey Heights/South Passage 

City of Credit River, Minnesota 

 

 

Dear Honorable Mr. Mayor Kostik, 

 

Natural Systems Utilities (herein referred to as NSU) is providing wastewater operation and maintenance 

services for the South Passage and Monterey Heights wastewater treatment facilities. Attached is a 

summary of system performance, flow monitoring, interpretation of analytical results and a summary of 

anticipated future capital replacement and maintenance needs.  

 

Description of System 

 

Monterey Heights and South Passage consist of 30 and 20 homes, respectively.  All homes have individual 

septic tanks and a septic tank effluent pumping (STEP) system which discharges water into a pressurized 

forcemain. The homes in Monterey Heights discharge water via a forcemain to the Monterey Heights 

wastewater treatment facility. The homes in South Passage discharge to the South Passage wastewater 

treatment facility. Water from Monterey Heights development is treated by a recirculating gravel filter, 

Water from South Passage also used a gravel filter system until October of 2023 when the gravel filter was 

replaced with three AdvanTex Pod aerobic treatment units (ATU’s). Treated water from both sites is 

disposed of in a bank of mounds (12 mounds for South Passage and 18 mounds for Monterey Heights).  
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Repairs and Service Calls 

 

There were alarms at the MHSP wastewater treatment facility that required service calls in 2024. Below is a 

breakdown of the alarms by two categories, STEP alarms and Community Subsurface Treatment System 

(CSTS) alarms, as well as details on repairs completed at the facility.  

 

STEP Alarm and Repair Breakdown: 

 On 1/13/25: 21307 Ridgewood trail: received call from homeowner regarding alarms, completed 

emergency visit and replaced failed control board. 

 On 1/16/24: 21095 Ridgewood trail: troubleshot alarms and replaced wire connections at panel, heat 

light, and insulation in tank. 

 On 1/17/24: 21307 Ridgewood trail: troubleshot for intermittent alarms but unable to find cause of 

issue. 

 On 1/17/24: 21075 Ridgewood trail: troubleshot recent STEP installation and found disconnected 

discharge piping (glue was never applied) and issues with the control board (manufacturer later 

advised a fuse was blown on the board). 

 On 2/6/24: 21307 Ridgewood trail: due to alarms replaced middle float on 2/6 as well as high and 

low-level floats on 2/9. 

 On 4/4/24: 21140 Ridgewood trail - home final STEP inspection, swapped floats, swapped screws. 

Advised of grading needed, came back today to confirm grading. Opened valve at the curb. 

 On 4/29/24: 9160 Amber drive: high pump runtime - pulled pump and cleaned screen, verified flow. 

 On 6/17/24: Emergency response to 21070 Ridgewood Trail. Ants in panel caused motor contactor to 

fail and subsequently failed pump motor windings. Replaced contactor and pump. 

 On 6/27/24: 21275 Ridgewood trl: homeowner contacted about previous alarms and that a neighbor 

came by and shut their panel off to stop the alarms. Checked system and found panel on and within 

proper levels, and no current alarms. Data showed a weak pump and found a broken lid onsite. Sent 

quote to replace pump and lid.  

 On 7/5/24: 21075 Ridgewood trail - was contacted by homebuilder about an alarm at this address. 

Troubles shot on the phone with homeowner but was unable to resolve issue with high-level. Went 

out to site as part of an emergency visit and found discharge piping had disconnected and septic 

tank levels were too high to perform repair. Had system pumped and re-built discharge piping. See 

pictures of repair. 

 On 9/27/24: 9130 amber drive - high-level alarms. Arrived on site and confirmed pump and floats 

work. Access issues led to the filter and pump never being cleaned. Confirmed filter and pump 

screen were completely clogged. Cleaned both advised homeowner and also recommended a lid 

replacement and clearing access in future. 
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CSTS Alarm and Repair Breakdown: 

 

Monterey Heights Facility: 

 NSU observed a driverless mower still sitting the drainfield unused for the entirety of 2024. 

 In February NSU found broken inspection ports near the drainfield mound 1 with tree still growing 

on top (see Recommendations for tree removal at end of report). NSU repaired the piping and 

added additional T-posts around the inspection ports. 

 In March NSU took apart and cleaned gravel filter Automatic Diverting Valve during seasonal 

flushing. 

 In June NSU responded to treatment site high level alarms. NSU determined alarms were due to 

recent rain and manually pumped down system while onsite. 

 In June NSU completed site access weed whipping due to accessibility and safety concerns. 

 In September NSU performed drainfield jetting, flushing, and flow balancing. 

 In October NSU found collection system air release covered by mulch and rock. NSU was advised by 

nearby homeowner of overflow in area in a previous year. NSU checked piping and confirmed 

operation. 

 In October NSU performed onsite modem troubleshooting with manufacturer and rewiring of 

network cable due to connection issues. 

 In December after a recent storm a 10 to 12 foot branch broke and is hanging approximately 30 feet 

above the septic tank influent. NSU recommends removal. 

 

South Passage Facility: 

 In August NSU found collection system air release covered by mulch and rock. NSU cleared area and 

confirmed operation. 

 In January NSU troubleshot treatment site heater fan alarms and coordinated with manufacturer to 

get issue resolved. 

 In March NSU coordinated with system upgrade installer to collect data on floats for operations 

manual. 

 In June NSU completed site access weed whipping due to accessibility and safety concerns. 

 In June NSU performed drainfield jetting, flushing, and flow balancing. 

 In June NSU replaced a broken valve box in the drainfield. 

 In June NSU added latch boxes around AdvanTex pod lid latches to prevent soil and snow intrusion. 

 In September NSU documented the recently installed panel had fallen of the post. NSU coordinated 

with installer and resecured panel. 

 In October NSU responded to high level alarms at the site. NSU manually pumped system down and 

performed follow up testing. It was determined the board was giving incorrect readings. NSU was 

unable to determine why but issues went away after disconnecting and reconnecting the board. 

 In October NSU found a cap had blown off in the drainfield. NSU resecured cap. 

 In December NSU responded to alarms at the treatment site. NSU provided additional filter cleaning 

to resolve the issue. 
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 Septic Tank Pumping/Maintenance: 

 

In 2024, 6 STEP Systems were pumped due to accumulation of solids in the septic tank. Mikes Septic 

completed the pumping for these STEP systems. 

 

 

Flow Monitoring: 

 

NSU monitors the flows for both systems to ensure they are within the design parameters. The flows for 

2024 were both within parameters and were reasonable for the number of homes that are currently 

connected to the system. South Passage continues to trend higher in flow per home than Monterey Heights. 

This may be due to iron filter settings, individual water fixture units installed, having a higher population per 

home on average, an unidentified source of inflow and infiltration, or another unidentified factor. Despite 

this, there are no current concerns with the flow numbers. Further, the flow numbers are very consistent 

with past years. Below is a summary of flows for 2024: 
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Summary of Analytical Results: 

 

Routine analytical sampling is conducted twice per month as required by the MPCA permit. Overall 

treatment at the Monterey Heights facility was very good in 2024 with regard to carbonaceous biochemical 

oxygen demand (CBOD; organic strength) and total suspended solids (TSS). South Passage influent numbers 

were not accurately sampled January – September due to the influent pipe frequently below the water level 

of the tank in 2024. This was done to allow the gravel bed recirculation time to rest between doses and 

prevent surfacing of water in the wetlands. In October South Passage replaced the gravel filter with 

AdvanTex Pods. Both the facilities have groundwater monitoring wells to monitor the Total Nitrogen as well 

as chloride. Total nitrogen (TN) is measured as the sum of total Kjeldahl nitrogen (TKN) and nitrate plus 

nitrite (N+N). Charts of treatment performance are included below: 
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Groundwater monitoring Wells: 

Performance of the wastewater system is monitored monthly influent and effluent sampling along with 

seven groundwater monitoring wells. Three wells monitor groundwater impacts at South Passage (GW005, 

GW006, GW007), and four wells monitor the system for Monterey Heights (GW002, GW004, GW009, GW010). 

The monitoring well data is consistent with results from previous years. Monitoring wells for both systems 

are within permit requirements.  

 

One groundwater monitoring well in South Passage (GW007) is in close proximity to the WWTF and that 

continues to get significant hits of nitrates and chlorides. This was discussed with the Minnesota Pollution 

Control Agency during a fall 2008 Compliance Monitoring Survey and in subsequent meetings through 2010, 

and again in the spring of 2012. The MPCA concurred that the monitoring well is located too close to the 

existing wastewater disposal system.  Graphs of monitoring well performance are shown below:  
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2025 Repair, Maintenance and Permit Considerations: 

 

 Site and Drainfield Mowing – Over 2024 NSU ran into issues of delays in mowing, which disrupted 

field work and created unsafe conditions. NSU recommends reviewing mowing contract and 

considering additional bids.   

 

 Branch Clearing – Monterey Heights treatment site has a tree with branches overhanging the site. A 

branch roughly 30ft up has mostly broken and is dangling directly above the septic tank influent lid, 

creating a hazard. NSU recommends trimming tree back to remove the hazard.  

 

 Tree Removal – The previously removed gravel filter at South Passage was found to have large roots 

wrapped around the treatment area. NSU recommended tree removal and met with a tree removal 

specialist in the fall of 2023 to remove trees nearby the sites. NSU recommends continuing to move 

forward with the removal of trees near the Monterey Heights and South Passage treatment sites, 

and the trees growing on top of Monterey heights drainfield mound #1. 

 

 

If you have any questions regarding the annual report, please feel free to contact me at 612-283-1796. 

 

Sincerely, 

 

 

 

Robb Chung 

Lead Wastewater Operator 

 


