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DATE: 

Friday, February 13, 2026 

TO: 

Mr. Chris Kostik  

City of Credit River  

18985 Meadow View Boulevard 

Prior Lake, MN 55372 

RE: 

2025 Year End Report for CSTS Systems 

South Passage 

City of Credit River, Minnesota 

 

 

Dear Honorable Mr. Mayor Kostik, 

 

Natural Systems Utilities (herein referred to as NSU) is providing wastewater operation and maintenance 

services for the South Passage wastewater treatment facility. Attached is a summary of system 

performance, flow monitoring, interpretation of analytical results and a summary of anticipated future 

capital replacement and maintenance needs.  

 

Description of System 

 

South Passage neighborhood consists of 20 homes. All homes have individual septic tanks with a Biotube 

pump vault at each home and a septic tank effluent pumping (STEP) system which sends water into a 

pressurized forcemain and discharges into the South Passage wastewater treatment facility.  

 

The treatment facility consists of a two 3,000-gallon recirculation tanks that are hydraulically connected and 

recirculate water through three AdvanTex AX100 recirculating textile media filters. Treated water from these 

units flow into a 2,000-gallon effluent pump tank which then sends water out to sequentially dose a bank of 

12 mounds in the drainfield area. A network of three groundwater monitoring wells has been installed to 

monitor ground water-flow and conditions at the development. 
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Repairs and Service Calls 

 

There were alarms at the MHSP wastewater treatment facility that required service calls in 2025. Below is a 

breakdown of the alarms by two categories, STEP alarms and Community Subsurface Treatment System 

(CSTS) alarms, as well as details on repairs completed at the facility.  

 

STEP Alarm and Repair Breakdown: 

 

 On 2/12 NSU received pump fail alarm at 21019 France Blvd. NSU called homeowner and instructed 

on how to thaw the suspected frozen pipes. 

 

 On 6/17 responded to backup issues at 21215 Wellington Place. NSU confirmed tank was filling to 

top without high level float activating. After arriving NSU found float stuck down by cords and 

positioning. NSU adjusted cord management and position as all floats were operating properly. 

 

 In September NSU performed annual STEP inspections for all homes in the South Passage 

neighborhood. 

 

 On 9/4 NSU responded to a high-level alarm at 21016 France Blvd. Arrived on sight and pump was 

running. Turned system off and cleaned pump screen as it was clogged. Put pump back in and 

started system back up and operation was confirmed to be working. Waited until system was out of 

high level and pump turned itself off as expected. 

 

 On 9/26 NSU cleaned filters at 21206 Wellington Place and 21067 France Blvd. 

 

 On 11/22 NSU responded to a high-level alarm at 21019 France Blvd: PVC became disconnected 

from pump causing pump fail alarm. Fixed PVC pipe-to-pump connection and cleaned pump screen. 

Operation and flow confirmed. Brought out of high-level. 
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CSTS Alarm and Repair Breakdown: 

 

 

South Passage Facility: 

 In February NSU responded to alarms at the treatment site. NSU tightened wiring connections at the 

panel board to fix the issue. 

 In April NSU flushed AdvanTex pods and completed seasonal maintained for spring. 

 In May NSU cleaned both recirculation and dose tank filters.   

 In July NSU cleaned pump filter and cleared branches and fallen limbs encroaching on treatment site 

fencing. 

 In July NSU completed treatment site weed whipping, drainfield mowing, and drainfield jetting. 

 In August NSU replaced cam on ADV valve and completed flushing drainfield after jetting as well as 

pulled plants growing in between AdvanTex pods. 

 In October NSU flushed AdvanTex pods and completed seasonal maintained for fall. 

 

 

 Septic Tank Pumping/Maintenance: 

 

In 2025, 6 STEP Systems were pumped due to accumulation of solids in the septic tank. Mikes Septic 

completed the pumping for these STEP systems. 

 

 

Flow Monitoring: 

 

NSU monitors the flows for the system to ensure they are within the design parameters. The flows for 2025 

were within parameters and reasonable for the number of homes that are currently connected to the 

system. Below is a summary of flows for 2025: 

 

 

 



   Page 4 of 11 

 

 

 
 

 

  

0

1,000

2,000

3,000

4,000

5,000

6,000

A
v
e

ra
g

e
 D

a
il

y
 F

lo
w

 (
g

p
d

)

Jan-
24

Feb-
24

Mar-
24

Apr-
24

May-
24

Jun-
24

Jul-
24

Aug-
24

Sep-
24

Oct-
24

Nov-
24

Dec-
24

Average Daily
Flow (gpd)

3,736 3,736 3,770 3,653 4,546 5,176 4,138 4,277 3,783 3,711 3,867 4,273

Credit River - South Passage
2025 Average Daily Flow by Month 

Design Flow 9,000 gpd
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Summary of Analytical Results: 

 

Routine analytical sampling is conducted twice per month as required by the MPCA permit. Overall 

treatment at the South Passage facility was very good in 2025 with regard to carbonaceous biochemical 

oxygen demand (CBOD; organic strength) and total suspended solids. The treatment facility has 

groundwater monitoring wells to monitor the Total Nitrogen as well as chloride. Total nitrogen (TN) is 

measured as the sum of total Kjeldahl nitrogen (TKN) and nitrate plus nitrite (N+N). Charts of treatment 

performance are included below: 
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Credit River South Passage
2025 CBOD Treatment Results
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Influent and effluent results may have 

been swapped due to a mislabeled 

sample bottle 
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Groundwater monitoring Wells: 

Performance of the wastewater system is monitored monthly influent and effluent sampling along with 

three groundwater monitoring wells. Three wells monitor groundwater impacts at South Passage (GW005, 

GW006, GW007). The monitoring well data is consistent with results from previous years and are within 

permit requirements.  

 

One groundwater monitoring well in South Passage (GW007) is in close proximity to the WWTF and that 

continues to get significant hits of nitrates and chlorides. This was discussed with the Minnesota Pollution 

Control Agency during a fall 2008 Compliance Monitoring Survey and in subsequent meetings through 2010, 

and again in the spring of 2012. The MPCA concurred that the monitoring well is located too close to the 

existing wastewater disposal system. Graphs of monitoring well performance are shown below:  
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2026 Repair, Maintenance and Permit Considerations: 

 

 Groundwater Monitoring Well Servicing – GW007 has been recently reported to contain significant 

sediment in the inner casing. This may have been due ground disturbance during the recent 

upgrade. NSU recommends having the well jetted and flushed. 

 

 Site and Drainfield Mowing – In 2025 timely site mowing allowed for safe access and effective 

inspections of the treatment site and drainfield. NSU recommends continuing to allocate time and 

resources to mowing and trimming of the treatment sites in 2026. 

 

 Branch Clearing – Monterey Heights treatment site has a tree with branches overhanging the site. A 

branch roughly 30ft up has mostly broken and is dangling directly above the septic tank influent lid, 

creating a hazard. NSU recommends trimming tree back to remove the hazard.  

 

 Tree Removal – The previously removed gravel filter at South Passage was found to have large roots 

wrapped around the treatment area, showing the need for tree removal around the site. NSU 

recommended tree removal and met with a tree removal specialist in the fall of 2023 to remove 

trees nearby the sites. NSU recommends continuing to move forward with the removal of trees near 

the treatment site and drainfield area. 

 

 

 

If you have any questions regarding the annual report, please feel free to contact me at 612-283-1796. 

 

Sincerely, 

 

 

 

Robb Chung 

Lead Wastewater Operator 

 


