CITY OF CREDIT RIVER
SCOTT COUNTY, MINNESOTA
ORDINANCE NO. 2026-04

AN ORDINANCE AMENDING SECTION 10 OF THE CITY ZONING ORDINANCE
REGARDING MINING, AND REPEALING AND REPLACING SECTION 10 IN ITS
ENTIRETY

THE CITY COUNCIL OF THE CITY OF CREDIT RIVER DOES ORDAIN:
SECTION 1. PURPOSE AND FINDINGS.

The City Council finds that the regulation of mining, excavation, and related activities is
necessary to protect the public health, safety, and welfare, to minimize impacts to adjacent
properties and public infrastructure, to ensure proper reclamation of mined lands, and to provide
clear and enforceable standards for such operations.

The Council further finds that updates to Chapter 10 are necessary to address modern operational
practices, including material processing, groundwater protection, and long-term site restoration.

SECTION 2. REPEAL AND REPLACEMENT.

Section 10 of the City Zoning Ordinance, entitled “Mining,” is hereby repealed in its entirety and
replaced with the following:

SECTION 10: MINING

10-1 PURPOSE.

It is unlawful for any person to do any grading, excavation or filling without first having obtained
a permit from the City. Changes or deviation from previously approved plans require that an
amended permit be applied for and approved before the work is performed.

10-2 EXCEPTIONS.
The provisions of this subchapter shall not apply to, nor shall permits under this subchapter be
required for, the following:

(A) Excavations or filling of less than 15 cubic yards of material;

(B) Construction of buildings for which a permit has been applied for and issued, provided the
contemplated excavation or filling operation was sufficiently described at the time of building
permit application;

(C) Excavations or filling operations that have been approved with a development project on
platted property which have commenced within two years after an approved plat has been filed
with the county;



(D) Excavations or filling operations by state, county or city authorities in connection with the
construction or maintenance of roads, highways, parks or utilities or on slope or utility easements
provided the activity is conducted within public right-of-way or easements;

(E) Curb cuts, utility hook-ups or street openings for which a permit is required from the City;
and

(F) Any development for which a conditional use permit has been approved and granted and a
final grading plan approved as a part thereof.

10-3 GENERAL CONFORMANCE.

Whenever the City determines that any existing excavation or embankment or fill on private
property has become a hazard to life and limb, or endangers property, or adversely affects the
drainage, safety, use or stability of a property, public way or drainage channel, the owner of the
property upon which the excavation or fill is located, or other person or agent in control of the
property, upon receipt of notice in writing from the City, shall within the period specified therein
repair or eliminate the excavation or embankment so as to eliminate the hazard, and be in
conformance with the requirements of this subchapter. The City may inspect any property for
compliance.

10-4 MINOR EXCAVATION/FILLING PERMIT.

(A) Excavation or filling of any material in excess of 15 cubic yards, but less than 2,000 cubic
yards, or to a depth of one foot or more, but less than three feet over an area of 130 square feet or
more shall require a minor excavation/filling permit from the City Engineer.

(B) Application for minor excavating and filling permits shall be made in writing on forms
supplied by the City and shall be submitted to the City Engineer for processing. Applications
shall be filed jointly by the landowner and the earth moving contractor. The following
information and exhibits shall be submitted with the completed application form:

(1) Legal description of property;

(2) Two copies of the plat map or half-section map of the property proposed to be excavated or
filled indicating the area where the activity is to occur together with an estimate of the amount of
material to be moved.

10-5 MAJOR EXCAVATION/FILLING PERMIT.

(A) Excavation or filling of any material in the amount equal to 2,000 cubic yards or more, or to a
depth of three feet or more, shall require a major excavation/filling permit from the City
Engineer.

(B) Application for major excavating and filling permits shall be made in writing on forms
supplied by the City and shall be submitted to the City Engineer for processing. Applications
shall be filed jointly by the landowner and the earth moving contractor. The following
information and exhibits shall be submitted with the completed application form:

(1) Legal description of the property;



(2) A map showing existing conditions both on the property and 300 feet beyond the boundaries
of the property. This information shall include but not be limited to land ownership, structures,
utilities, platting and easements, street and railroad right of ways, vegetation, waterways and
topography shown by a two-foot contour minimum. This information shall be no more than two
months old at the time of application;

(3) A plan to show materials removed from, or deposited upon, the property. The plan shall
include final topography at two-foot contours or less, steps to be taken to conserve topsoil and to
minimize erosion, areas where topsoil is to be stockpiled and the proposed phasing and timing of
restoration;

(4) Identification of proposed truck hauling routes and method of controlling dust on-site and
along haul routes; Maximum Average Daily Truck Trips and peak-hour cap; designated
ingress/egress and a queuing plan (no shoulder queuing); pavement-sweeping trigger thresholds;
prohibited turning movements where warranted; and GPS-geofenced routing requirements for
contracted haulers.

(5) Hours and period of operation;

(6) Copies of any agreements contemplated or entered into between the owner of the property and
any other person charged with performance of the earth work; and

(7) In the case of commercial sand and gravel mining operations, a concept plan showing the
ultimate development of the property including future streets, lots, topography and proposed land
use.

(8) A plan for groundwater quality protection shall be submitted with the mining application, and
all potential contaminant sources shall meet state required isolation distances form all wells. If
determined by the City, monitoring wells with submitted reporting to the City may be required to
ensure the operations are not contaminating the watershed.

10-6 PERMIT REQUIREMENTS.
(A) All operations.

(1) At the end of excavation or filling operations, the disturbed area shall be restored with topsoil
or other approved cover material and shall be reseeded to establish approved vegetation.

(2) Finished grades shall not adversely affect adjacent properties.
(3) Drainage facilities shall be provided to effectively divert or convey stormwater runoff.

(4) It shall be unlawful for any person to dig and leave open, unfenced, unbarricaded or
uncovered, any pit, quarry, hole or excavation, including basements, wells, septic tanks or
cesspools.

(5) Sufficient erosion minimization and sediment controls shall be installed and maintained to
prevent soil movement off-site until vegetation is established in compliance with the Stormwater
Management subchapter of the Code.



(6) Permit shall require compliance with all applicable laws.
(B) Major operations.

(1) Provisions shall be made for effectively controlling dispersal of material by wind or by
hauling to and from the site, and for general maintenance of the site, including implementation of
a Dust Control Plan specifying water/suppressant application rates, wheel-wash, covered loads,
paved aprons, and rapid cleanup of track-out.

(2) Spillage of material on and damage to public streets used as haul roads shall be cleaned up
and repaired to the satisfaction of the City Engineer. Haul-route pavement condition surveys shall
be performed each spring and fall; the permittee shall fund repairs attributable to haul traffic as
determined by the City Engineer; seasonal load limits (including spring thaw restrictions) shall be
observed; and on-site idling is limited to five (5) minutes except for safety or maintenance.

(3) Hours of operation shall be limited to between the hours of 7:00 a.m. to 7:00 p.m., Monday
through Friday, and 8:00 a.m. to 6:00 p.m. on Saturdays. Operations on Sunday shall be
prohibited. The City Council shall have authority to modify, on an individual basis, the
operational hours. Applicants must make a specific request and must provide documentation to
support the request. The modifications shall be made only after a public hearing has been held.
Any Council-approved modification of hours shall be conditioned on: (i) a 30-day pilot with
continuous noise logging; (ii) no exceedances of §10-6(B)(7); and (iii) no more than three
validated complaints in any 30-day period. Extensions are revocable upon exceedance or
complaint threshold. Any Council-approved modification of hours shall be conditioned on: (i) a
30-day pilot period with continuous noise logging if required by the City; (ii) no exceedances of
the noise limits in this Section; and (iii) no more than three validated complaints in any 30-day
period. The City Council may revoke or modify the extended hours upon exceedance of an
applicable standard, failure to comply with permit conditions, or satisfaction of the complaint
threshold.

(4) All operations shall be conducted no closer than 100 feet to an adjacent property, unless under
common lease or ownership, and no closer than 100 feet to any right-of-way line.

(5) All operations shall be conducted no closer than 300 feet to an existing dwelling, school,
hospital or similar residential or public use.

(6) Noise Limits: Noise from mining operations, including crushers, screens, generators, and
mobile equipment, shall not exceed 60 dBA Leq(1-hr) at the property line. Evening/Saturday
after 6:00 p.m.: not to exceed 55 dBA Leq(1-hr) at the property line. Compliance shall be
demonstrated through baseline monitoring and quarterly third-party monitoring that shall be
submitted to the City.

(7) Noise Mitigation Plan. The permittee shall submit a plan showing acoustical enclosures,
mufflers, acoustic curtains or barriers, and berms; plant layout shall orient crushers/screens down-
gradient and shielded from receptors. The City may require relocation or additional barriers if
exceedances are recorded.



(8) Crusher/Screen/Wash Plant Siting. Stationary crushers, primary screens, generators, and
material transfer points must be located not less than 500 feet from any residential property line
and not less than 1,000 feet from any existing dwelling, unless the City Council approves an
alternative based on a site-specific noise study demonstrating compliance with §10-6(B)(7).
Mobile crushers shall comply when operating for more than 48 consecutive hours in one location.

(9) Vibration and Blasting. Public notice shall be required for each blasting. Fourty-eight-hour
notification of blasting shall occur for all properties located within 1 mile of the blast. The mine
owner or operator will provide blast monitoring in three to five locations to be determined as part
of the mining permit approval.

(10) Particulate Performance & Monitoring. Visible emissions from crushing/screening and on-
site unpaved roads shall not exceed 10% opacity for more than 6 minutes in any hour, measured
by EPA Method 9 or equivalent.

(11) Community Response & Transparency. (a) The permittee shall maintain a 24/7 complaint
line and web form; acknowledge complaints within 24 hours and provide written findings within
5 business days.

(12) Groundwater Monitoring.

(a) The permittee shall install and maintain groundwater monitoring wells on-site and, where
required by the City Engineer, off-site, in locations sufficient to characterize groundwater
conditions and potential impacts from mining operations.

(b) Baseline groundwater elevations and water quality data shall be collected prior to
commencement of mining activities. Groundwater monitoring shall occur at annually and
submitted to the City for their review, or more frequently as determined by the City.

(c) If monitoring indicates degradation of groundwater quality or significant changes in
groundwater elevation attributable to the mining operation, the permittee shall implement
corrective actions as directed by the City and within an appropriate timeline as determined by the
seriousness of this degradation.

10-6(C) Processing Operations.

(A) Processing of mined materials shall be permitted only as part of an approved major
excavation/mining operation and shall require specific authorization within the permit.

(B) Processing activities shall not be considered accessory uses and must comply with all
applicable performance standards of this section. No processing of materials imported from
off-site shall be permitted. No aggregate, concrete, asphalt, demolition material, soil, fill,
overburden, or other mineral or construction material originating off-site shall be imported
for crushing, screening, washing, blending, resale, storage, or processing.

(C) All processing equipment, including crushers, screens, and wash plants, shall comply with the
siting requirements of §10-6(B)(9) and all applicable noise, dust, and vibration standards.
(D) Processing operations shall be limited to the approved hours of operation and shall not occur

outside those hours, including startup, maintenance, or material handling activities.



(E) All processing activities shall be subject to and in full compliance with §§10-6(B)(7) through
(12).

10-7 EXCAVATION/FILLING OPERATIONS.

(A) Cuts. Unless otherwise recommended in a soils engineering and/or engineering geology
report submitted by a professional deemed qualified by the City, cuts shall conform to the
provisions of this subchapter. In the absence of the report, these provisions may be waived by the
City for minor cuts not intended to support structures.

(B) Slope. The slope of cut surfaces shall be no steeper than is safe for the intended use and shall

be no steeper than two units horizontal to one unit vertical, for a short term interim period, unless
the owner furnishes a soils engineering or an engineering geology report, or both, stating that the

site has been investigated and giving an opinion that a cut at a steeper slope will be stable and not
create a hazard to public or private property. Unless specifically approved, permanent slopes shall
be no steeper than three horizontal units to one vertical unit.

(C) Filling. Unless otherwise recommended in a soils engineering and/or engineering geology
report submitted by a professional deemed qualified by the City, filling shall conform to the
provisions of this subchapter. In the absence of the report, these provisions may be waived by the
City for minor filling not intended to support structures.

(1) Clearing area to be filled. All timbers, logs, trees, brush and rubbish shall be removed from
the site. All clearing must conform with the tree preservation regulations.

(2) Preparation of ground. The ground surface shall be prepared to receive fill by removing
vegetation, non-complying fill, topsoil and other unsuitable material, scarifying to provide a bond
with the new fill and, where slopes are steeper than five to one and the height is greater than five
feet, by benching into sound bedrock or other competent material as determined by the soils
engineer. The bench under the toe of a fill on a slope steeper than five to one shall be at least ten
feet wide. The area beyond the toe of fill shall be sloped for sheet overflow or a paved drain shall
be provided. When fill is to be placed over a cut, the bench under the toe of fill shall be at least
ten feet wide but the cut shall be made before placing the fill and accepted by the soils engineer
or engineering geologist, or both, as a suitable foundation for fill.

(3) Fill material. Organic material shall not be permitted in building pad or roadway areas. Except
as permitted by the City, no rock or similar irreducible material with a maximum dimension
greater than 12 inches shall be buried or placed in fills.

(4) Fill material exceptions. The City may permit placement of larger rock when the soils
engineer properly devises a method of placement, continuously inspects its placement and
approves the fill stability. The following conditions shall also apply: (a) Prior to issuance of the
permit, potential rock disposal areas shall be delineated on the plan; (b) Rock sizes greater than
12 inches in maximum dimension shall be ten feet or more below grade, measured vertically; and
(c) Rocks shall be placed so as to assure filling of all voids with fines.



(D) Compaction. All fillings shall be compacted to a minimum 90% of maximum density as
determined by the specified density method. In-place density shall be determined in accordance
with ASTM D698-70.

(E) Slope. The slope of fill surfaces shall be no steeper than is safe for the intended use, or three
horizontal units to one vertical unit, whichever in less.

(F) Grading and terracing. Grading and terracing shall be provided and the area above fill slopes
and the surfaces of terraces shall be graded and paved as required by this subchapter.

(G) Setbacks. Cut and fill slopes shall be set back from site boundaries in accordance with this
subchapter. Setback dimensions shall be horizontal distances measured perpendicular to the site
boundary. Setback dimensions shall be shown on the grading plan.

(H) Top of cut slope. The top of cut slopes shall be made not nearer to a site boundary line than
one-fifth of the vertical height of cut with a minimum of two feet and a maximum required
setback of ten feet. The setback may need to be increased for any required interceptor drains.

() Toe of fill slope. The toe of fill slopes shall be made not nearer to the site boundary line than
one-half the height of the slope with a minimum of two feet and a maximum required setback of
20 feet. Where a fill slope is to be located near the site boundary and the adjacent off-site
property is developed, special precautions shall be incorporated in the work as the City deems
necessary to protect adjoining property from damage as a result of grading. These precautions
may include but are not limited to: (1) Additional setbacks; (2) Provision for retaining or slough
walls; (3) Mechanical or chemical treatment of the fill slope surface to minimize erosion; and (4)
Provisions for the control of surface waters.

(J) Modification of slope location. The City may approve alternate setbacks based upon an
investigation and recommendation by a qualified engineer or engineering geologist stating that
the intent of this subchapter has been satisfied.

(K) Drainage and terracing. Unless otherwise indicated on the approved plan, drainage facilities
and terracing shall conform to the provisions of this subchapter for cut or fill slopes.

(1) Terraces. Terraces at least six feet in width shall be established at not more than 30-foot
vertical intervals on all cut or fill slopes to control surface drainage and debris except that where
only one terrace is required, it shall be at the mid-point of the vertical height. For cut or fill slopes
greater than 60 feet and up to 120 feet in vertical height, one terrace at approximately mid-height
shall be 12 feet in width. Terrace widths and spacing for cut and fill slopes greater than 120 feet
in height shall be designed by a geotechnical engineer and reviewed by the City. Suitable access
shall be provided to permit proper cleaning and maintenance. Swales or ditches on terraces shall
have a minimum gradient of 5% and must be paved with reinforced concrete not less than three
inches in thickness or an approved equal paving. They shall have a minimum depth at the deepest
point of one foot and a minimum paved width of five feet. A single run of swale or ditch shall not
collect runoff from a tributary area exceeding 13,500 square feet (projected) without discharging
into a down drain.



(2) Subsurface drainage. Cut and fill slopes shall be provided with subsurface drainage as
necessary for stability.

(3) Disposal. All drainage facilities shall be designed to carry waters to the nearest practicable
drainage way approved by the City for the deposit of the waters. Erosion of ground in the area of
discharge shall be prevented by installation of non-erosive downdrains or other devices. Building
pads shall have a drainage gradient of 2% toward approved drainage facilities, unless waived by
the City.

(4) Exceptions. The gradient from the building pad may be 1% where the following conditions
exist throughout the site: (a) No proposed fills are greater than ten feet in maximum depth; (b) No
proposed finish cut or fill slope faces have a vertical height in excess of ten feet; and (c) No
existing slope faces, which have a slope face steeper than ten horizontally to one vertically, have
a vertical height in excess of ten feet.

(5) Interceptor drains. Paved interceptor drains shall be installed along the top of all cut slopes
where the tributary drainage area above slopes towards the cut and has a drainage path greater
than 40 feet measured horizontally. Interceptor drains shall be paved with a minimum of three
inches of concrete or granite and reinforced. They shall have a minimum depth of 12 inches and a
minimum paved width of 30 inches measured horizontally across the drain. The slope of drain
shall be approved by the City.

10-8 INSPECTION.

All grading operations for which a permit is required shall be subject to inspection by the City.
When required by the City, special inspection of grading operations and special testing shall be
performed. The special inspector shall be a qualified person who shall demonstrate competence,
to the satisfaction of the City, for inspection of the particular type of grading or operation
requiring special inspection. The duties and responsibilities of the special inspector shall be as
follows:

(A) The special inspector shall observe the work assigned for conformance with the approved
design drawings and specifications.

(B) All discrepancies shall be brought to the immediate attention of the contractor for correction.
If corrections are not undertaken by the contractor in a timely manner, discrepancies shall be
brought to immediate attention of the proper design authority and to the City.

(C) The special inspector shall submit a final signed report stating whether the work requiring
special inspection was, to the best of the inspector's knowledge, in conformance with the
reviewed plans and specifications. The report shall be furnished to the City and other designated
persons.

(D) Inspections may be made on a periodic basis to satisfy the requirements of continuous
inspection, provided the periodic inspection is performed as outlined in the project plans and
specifications and approved by the City.



10-9 RECLAMATION

(A) A Rehabilitation, Reclamation, and Restoration Plan

Providing for the orderly and continuing rehabilitation of all excavated land shall be required.
Such plan shall illustrate, using appropriate photographs, maps, and surveys drawn to a scale
of one-inch equals two hundred feet (1" =200") and with a five-foot (5') contour interval
satisfactory to the engineer, the following:

(1) Removal of Planned Contours: The removal of planned contours of the land when the
mineral removal operations are completed.

(2) Timetable: The estimated period of time that the pit will be operated and a schedule
setting forth the timetable for excavation and rehabilitation of the land lying within the
active, inactive and restoration areas

(3) Soil Stockpiles: Those areas of the site used for storage of topsoil and overburden

(4) Depth,Slope,Revegitation: The depth of all water bodies, the slopes of all slopes after
rehabilitation and a description of the type and quantity of plantings where revegetation is
to be established.

(5) Contour Extension: The five-foot contours shall extend at least 200 feet beyond the
boundary of the operation or beyond the adjoining right of way, whichever is more
inclusive.

(6) Maximum Slope : The maximum slope of the reclamation area that is developable shall
be at no steeper than five feet (5') horizontal to one foot (1') vertical. The maximum slope
of the reclamation area that is undevelopable, such as the area between a water body and
a right of way line shall be no steeper than two feet (2') horizontal to one foot (1')
vertical. Any slope greater than three feet (3') horizontal to one foot (1')

(7) Development: The reclamation and rehabilitation plan shall provide for reasonable
development consistent with the adopted Comprehensive Plan. Grades provided on the
plans must provide for installation of utilities and roadway systems consistent with the
regulations of the city and the engineering standards for road and utility installation.

(B) End Use Grading Plan

For mining operations that are expected to require more than twenty (20) years to complete,
the city council may approve an end use grading plan for the area that is expected to be
completed within twenty (20) years. The city council shall not approve an annual operating
permit for an area without an approved end use grading plan.

(C) Removal of Buildings, Structures and Vehicles

Within eighteen (18) months of the reclamation of each phase, all buildings, structures and
plants incidental to that phase of operation shall be dismantled and removed by and at the
expense of the operator last operating the building, structure or plant, or the owner of the
property, unless the structure or use is compatible with the anticipated ultimate use of the
property. All buildings, structures or plants not removed as required by this section may be



removed by the city with the costs for the removal charged to the permittee or the owner of
the property.

(F) Obligations Run With the Land. The approved reclamation, rehabilitation, and restoration
plan, together with all obligations to complete reclamation and maintain financial security,
shall run with the land and shall bind the property owner, permittee, operator, successors,
assigns, and any subsequent owner or operator until the City determines in writing that
reclamation has been completed and accepted.

(G) Recording. The City may require the approved reclamation plan, permit conditions,
development agreement, financial security agreement, or other instrument acceptable to the City
Attorney to be recorded against the property.

(D) Financial Surety

I. Financial security shall be provided before issuance of any mining permit or annual
operating permit and shall be maintained for the duration of the operation and until
reclamation is complete and accepted in writing by the City.

2. The financial security shall be in a form acceptable to the City and City Attorney,
including cash escrow, letter of credit, performance bond, or other security approved by
the City Council.

3. The amount of financial security shall be determined by the City Council based on the
estimated cost for the City to complete reclamation and restoration of the site in
accordance with the approved plans, including grading, drainage, revegetation, erosion
control, removal of structures and equipment, correction of hazardous conditions, street
repair attributable to the operation, replacement of required landscaping, and related
administrative, engineering, legal, and inspection costs.

4. The City may require the amount of financial security to include a contingency amount,
inflation adjustment, or other factor determined necessary to ensure that sufficient funds
are available to complete required work.

5. The amount of financial security shall be reviewed at least annually and may be increased
or decreased by the City based on acreage disturbed, acreage reclaimed, remaining
reclamation obligations, road impacts, monitoring results, and compliance history.

6. The City may draw upon the financial security if the permittee, operator, or owner fails to
perform required work, fails to maintain the site in compliance with approved plans or
permit conditions, fails to correct a violation, fails to repair public infrastructure impacts
attributable to the operation, or fails to complete required reclamation.

7. Financial security shall not be released until the City determines in writing that all
required reclamation, restoration, reporting, monitoring, infrastructure repair, and permit
obligations have been completed. Partial releases may be approved by the City based on
completed and accepted work.

8. Transfer of ownership, transfer of the mining operation, expiration of an interim use
permit, expiration of an annual operating permit, or cessation of mining shall not release
the owner, operator, or permittee from reclamation obligations or financial security
requirements unless the City approves replacement obligations and replacement financial
security.



(E) Notification of Competition

The City shall be notified when the grading operation is ready for final inspection, but not
before all work, including installation of drainage facilities and their protective devices, and
erosion and sediment control measures, have been completed and vegetation has been
established in accordance with the final approved grading plan and the required reports have
been submitted.

10-10 FEES.

Fees shall be established for grading and excavation permits and for plan review as established in
the official City fee schedule. When a plan or other data are required to be submitted, a plan
review fee shall be paid at the time of submitting plans and specifications for review. Fees shall
be charged in accordance with the provisions of this subchapter as set forth in the fee schedule
adopted by the Council.

10-11 AMENDED PERMIT.

Any changes desired to be made to the grading plan by the applicant following the issuance of a
permit shall be submitted to the City for review. No changes may be implemented by the
applicant unless approved by the City. Any desired change to the plans shall be supported by
information showing the change desired, the reasons for the change, the effect the change would
have upon buildings, structures, drainage facilities and patterns. The request shall be
accompanied by soils engineering and geology reports as necessary. If the changes requested by
the applicant are acceptable, the City may issue an amendment to the permit.

10-12 EROSION AND SEDIMENT CONTROL.

All areas disturbed by grading activities shall be prepared and maintained to control against
erosion and to contain sediment. Where necessary, silt fence, filter logs, rock checks, riprap or
other devices or methods shall be employed to control erosion, contain sediment and provide for
site safety. Grading operations, construction sites and other sediment sources shall provide for
erosion and sediment control devices.

(A) Notification of non-compliance. If the designer, soils engineer, engineering geologist or
testing agency finds that the work is not being completed in conformance with this section or the
reviewed grading plans, the discrepancies shall be reported immediately in writing to the person
in charge of grading work and to the City. Recommendations for corrective measures, if
necessary, shall be submitted.

(B) Areas of responsibility. The soils engineer's area of responsibility shall include, but need not
be limited to, the professional inspection and approval concerning the preparation of ground to
receive fills, testing for required compaction, stability of all finish slope and the design of buttress
fills, where required, incorporating data supplied by the engineering geologist.

10-13 SUSPENSION OR REVOCATION OF PERMIT

(A) The city council may suspend or revoke the interim use permit issued under this section
upon a finding of a violation of any of the provisions of this section or violation of any
conditions of the annual operating permit.



(B) A revocation or suspension by the city council shall be preceded by written notices to the
permittee and a public hearing. The written notice shall give at least 8 days notice of the
time and place of the hearing and shall state the nature of the charges against the
permittee.

(C) A revocation or suspension by the city council may occur upon determination that the
facility has been inactive.

10-14 TERMINATION

The interim use permit shall terminate upon the earliest of either: (a) the terminate date or
occurrence of the termination event identified in the interim use permit; or (b) a change in zoning
regulations that makes the use no longer permitted.

SECTION 3. SEVERABILITY.

If any section, subsection, sentence, clause, or provision of this ordinance is held invalid or
unconstitutional, such decision shall not affect the validity of the remaining portions of this
ordinance.

SECTION 4. EFFECTIVE DATE.

This ordinance shall take effect and be in full force upon its passage and publication according to
law.

By:

Chris Kostik
[ts: Mayor

Attested:

- Ltgmdaé‘)uﬂé

Lynda Jirak

Its: City Clerk



